Les cloisons anti-chute sont disponibles en deux largeurs, 1100 mm et 2200 mm, et en trois hauteurs. La couleur
standard du profilé est RAL 9011 (noir).
Nous pouvons toutefois fournir des cloisons dans les couleurs souhaitées par les clients.

Des extensions de poteau sont disponibles en tant qu'accessoire. Elles permettent de monter la protection anti-chute
plus haut que le poteau lui-méme.

Montans verticaux 1515 mm

Montants horizontaux 1919 mm

Fils verticaux @ 2,5mm

Fils horizontaux @3 mm

Ouverture de maille 50x30 mm

Consoles Toéle de 3mm + lumiéres

Finition Pré-traitement/Epoxy

Couleur panneaux Gris clair RAL 9018, Noir RAL 9011

Couleur consoles Gris clair RAL 9018, Electrozingué RAL 9006,

(Autres couleurs sur demande)
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Modeles

Width 1100 mm

ARTICLES / DESCRIPTION

Li‘] 312-100110
L‘“J 312-120110

[Hi‘} 312-150110

Width 2200 mm

ARTICLES / DESCRIPTION

312-100220

—

312-120220

"\;% 312-150220

HAUTEUR X LARGEUR (MM)

1000x1100

1200x1100

1500x1100

HAUTEUR X LARGEUR (MM)

1000x2200

1200x2200

1500%x2200

OUVERTURE DE MAILLE

50x30

50x30

50x30

OUVERTURE DE MAILLE

50x30

50x30

50x30
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Produits associes

Bracket (RAL 9018)

The stand off brackets come in nine different sizes between 0-300 mm, painted or

galvanized.
8 articles
Bracket Sendzimir
™,
\ The stand off brackets come in nine different sizes between 0-300 mm, painted or
N alvanized.
. g
9 articles
A Accessories
—
Accessories for SafeStore.
8 articles
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